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Non-stop rewinder
The Uranus is non-stop 2 spindle 
turret rewinder with automatic glue 
system, auto eject of the rewound 
cores, and fast mandrel change 
system. Suitable to fit behind a wide 
range of roll to roll labels converting 
and printing presses with a simple 
electrical interface and no mechanical 
connections. . Easy handling, easy to 
carry, reliable and economic non-stop 
rewinder. Can add slitting as options. 

 Technical specifications 

Max.roll rewind Diameter 320 mm

Max. web width 350 mm or 420 mm

Standard diameter pneumatical mandrels From 25,4 mm to 76 mm (2 x76 mm delivered in standard)

Maximum speed 120 m/min but max 2 complete cycles/mn

Maxi number of lanes 6 lanes

NEPTUNE
Inspection rewinder machine

The NEPTUNE is a Inspection slitter rewinder in seated 
working position.

• Slit and vacuum the edges,

• Inspect, by using cells or 100% inspection camera, and 
stop defects on a splicing table,

• Rewind rolls of pre-selected length or number of labels 
onto a shaft. 

 Technical specifications 

Max. web width 350 mm or 420 mm

Max. unwind roll 950 mm

Max. rewind roll 500 mm

Max. mechanical speed 270 m/min

Max. number of knives  10 (4 in standard)

Min. distance between two knives  12 mm

Power requirement 380 V tri + neutral 4 kW

Air requirement 6 bars - 2,5 Nm3/h

Dimensions L 2270 x W 1260 x H 1750 mm




