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GEARLESS FAN FOLDER F1 
Fully automated Gearless Fan Folder 

From a printed roll of labels or plain label stock, the 
SATURNE sheeter enables to slit and sheet in 
registration to a pre-selected length or number of 
labels onto a conveyor table. 

SATURNE
Off line sheeter 

Designed for fan folding labels or cardboard. The 
F1 can be used either in-line with a printing / 
converting machine, or off-line with an optional 
unwinder. 

In the In-line mode, no mechanical or electrical 
connections are required. The F1 will automatically 
adjust its speed, maintaining a constant paper 
tension with the machine connected.

The folding register in relation to the substrate 
feed is permanently controlled electronically by a 
PLC and managed by a sensor. No gear change is 
required.

 Technical specifications 

Max. web width 350 mm or 420 mm

Max. unwind roll diameter                                                                                                           850 mm

Max. number of knives                                                                                                     4

Min. distance between two knives                                                                                     50 mm

Min. sheet stroke                                                                                                                                        25 mm

Max. sheet stroke                                                                                                                                   500 mm

Average production speed                                                                                                   3000 to 8000 stokes/h according repeat length

Compressed air                                                                                                                                             6 bars - 2,5 N m3/h 

Electrical power                                                                        400 V tri + earth + neutral

Dimensions                                                                                                                                      L = 2400 x W = 1200 x H = 1600 mm

Weight                                                                         600 kg

Mini fold length   7”

Maxi fold length 14''

Min web width 90 mm 

Max web width 400 mm

Electrical power                              400 V tri + earth + neutral

speed  Up to 500 folds per minute according to the job
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